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Welcome! Thank you for choosing the Smart Home Outdoor 
Siren - the ideal addition to your Swann Smart Home system.

Setting up the Outdoor Siren
Due to the availability of different Smart Home Outdoor Siren 
models across regions, setup instructions may vary slightly 
by model. To ensure proper setup of your siren, check which 
model you have below, then go to the relevant page to learn 
how to add the siren to your Swann Smart Home system.

See page 3 for setup instructions

See page 4 for setup instructions

See page 5 for setup instructions
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The following setup instructions are for Smart Home Outdoor Siren 
models featuring a red strobe panel, as shown above.

1. From the Smart Home web portal, click My Settings > Sirens 
> add device. The System Setup screen is displayed and your 
Smart DVR/Hub automatically goes into pairing mode. 

 Note: You can skip this step if the System Setup screen is already 
displayed (during the Smart DVR/Hub registration process, or 
when you are setting up other smart home accessories).

2. Remove the siren cover by loosening the locking screw located 
at the bottom of the siren.

3. To power up the siren, slide the ON/OFF 
switch to the ON position.

4. To pair the siren with your Smart DVR/Hub, 
press and hold the Connect button until 
the right-most strobe LED located below 
the battery compartment flashes once.  
When pairing is complete, the siren will 
double-flash.

5. Follow the on-screen instructions to 
complete the setup.

6. It is not necessary to replace the siren cover at this stage as you 
would need access to the mounting holes located on the inner 
side of the siren base during installation.

Siren not pairing?
If pairing is not completed within two minutes, switch the siren off, 
wait 30 seconds, and then switch it back on, and repeat step 4 above 
to start pairing again.

Connect Button

ON/OFF Switch
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The following setup instructions are for Smart Home Outdoor Siren 
models featuring a side wraparound red strobe panel, as shown above.

1. From the Smart Home web portal, click My Settings > Sirens 
> add device. The System Setup screen is displayed and your 
Smart DVR/Hub automatically goes into pairing mode. 

 Note: You can skip this step if the System Setup screen is already 
displayed (during the Smart DVR/Hub registration process, or 
when you are setting up other smart home accessories).

2. Remove the siren cover by loosening the locking screw located 
at the bottom of the siren.

3. To power up the siren, pull out the battery tab from the battery 
compartment.

4. To pair the siren with your Smart DVR/Hub, press the button on 
the back of the siren. The strobe LED flashes every 5 seconds 
until pairing is successful which is indicated by a double-flash. 

5. Follow the on-screen instructions to complete the setup.

6. It is not necessary to replace the siren cover at this stage as 
during installation you would require access to the mounting 
holes located on the inner side of the siren base.

Siren not pairing?
If pairing is not completed within two minutes, press and hold the 
button on the back of the siren for 10 seconds until the strobe LED 
turns solid and then flashes twice. The siren will reset and attempt to 
pair with the Smart DVR/Hub again.
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The following setup instructions are for Smart Home Outdoor Siren 
models featuring a blue strobe panel, as shown above.

1. From the Smart Home web portal, click My Settings > Sirens 
> add device. The System Setup screen is displayed and your 
Smart DVR/Hub automatically goes into pairing mode. 

 Note: You can skip this step if the System Setup screen is already 
displayed (during the Smart DVR/Hub registration process, or 
when you are setting up other smart home accessories).

2. Remove the siren cover by unscrewing the six screws on the 
back of the siren.

3. To power up the siren, pull out the battery tab from the battery 
compartment.

4. To pair the siren with your Smart DVR/Hub, press the button on 
the back of the siren. The strobe LED flashes every 5 seconds 
until pairing is successful, which is indicated by a double-flash. 

5. Follow the on-screen instructions to complete the setup.

6. Replace the siren cover.

Siren not pairing?
If pairing is not completed within two minutes, press and hold the 
button on the back of the siren for 10 seconds. The siren will reset and 
attempt to pair with the Smart DVR/Hub again.
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Testing the Outdoor Siren

Battery Status

Before mounting the siren at the desired location, it is 
important that you test the siren to ensure that it is within 
effective wireless range of the Smart DVR/Hub from the 
selected mounting position.

You can check your siren's current battery level via the Smart 
Home web portal. If low battery status is indicated, replace 
the siren batteries with fresh alkaline batteries. Be sure to 
follow the polarity markings (+ and -) shown inside the battery 
compartment.

To test the siren once it has been connected: 

1. Arm your Smart Home system in Away mode. Wait for the 
entry/exit delay (default is 20 seconds, unless configured 
differently) to be over.

2. Trigger the siren alarm using one of these methods:

• opening a door where an entry sensor is installed

• walking in front of a motion sensor

3. To turn off the siren alarm, set your Smart Home system 
to Home mode.

CAUTION
The siren is extremely loud! When testing the siren, protect 
your hearing by wearing earplugs, or stand at least 3 meters 
away from the siren.



7

Mounting the Outdoor Siren

Note: Please ensure the outdoor siren is tested for connectivity 
before permanent mounting.

Choose a suitable position on an external wall, as high as 
possible, where the siren can be easily seen and out of easy 
reach of any potential vandal.

For Outdoor Siren models featuring either a red strobe panel or 
a side wraparound red strobe panel

• Secure the siren onto the wall through the mounting holes 
in the four outermost corners of the siren base using 
appropriate wall plugs and screws for the wall surface. 
Replace the siren cover.

For Outdoor Siren models featuring a blue strobe panel

1. Remove the mounting plate from the back of the siren by 
sliding it off. (You may have to use a bit of force.)

2. Screw the mounting plate onto the wall through the four 
screw holes on the mounting plate using appropriate wall 
plugs and screws for the wall surface.

3. Attach the siren onto the mounting plate by first inserting 
the four slots on the back of the siren case into the 
mounting plate tabs, and then pushing down the siren 
until it locks into place.
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Need Help?

FCC Statement
This device complies with part 15 of the FCC Rules. Operation is subject to the following two 
conditions: (1) This device may not cause harmful interference, and (2) This device must accept 
any interference received, including interference that may cause undesired operation. 

Battery Safety Information
Caution: Keep batteries away from small children. Risk of explosion if battery is replaced by an 
incorrect type. Dispose of used batteries promptly in accordance with local regulations.

 Correct Disposal of this Product 
This marking indicates that this product should not be disposed with other household 
wastes throughout the EU. To  prevent possible harm to the environment or human health 
from uncontrolled waste disposal, recycle it responsibly to promote the sustainable reuse of 
material resources. To return your used device, please use the return and collection systems 
or contact the retailer where the product was purchased. They can take this product for 
environment safe recycling.

Limited Warranty Terms & Conditions
Swann Communications warrants this product against defects in workmanship and material 
for a period of one (1) year from its original purchase date. You must present your receipt 
as proof of date of purchase for warranty validation. Any unit which proves defective during 
the stated period will be repaired without charge for parts or labour or replaced at the sole 
discretion of Swann. The end user is responsible for all freight charges incurred to send the 
product to Swann’s repair centres. The end user is responsible for all shipping costs incurred 
when shipping from and to any country other than the country of origin. 
The warranty does not cover any incidental, accidental or consequential damages arising from 
the use of or the inability to use this product. Any costs associated with the fitting or removal 
of this product by a tradesman or other person or any other costs associated with its use 
are the responsibility of the end user. This warranty applies to the original purchaser of the 
product only and is not transferable to any third party.  Unauthorized end user or third party 
modifications to any component or evidence of misuse or abuse of the device will render all 
warranties void. By law some countries do not allow limitations on certain exclusions in this 
warranty.  Where applicable by local laws, regulations and legal rights will take precedence.

CE marking on this product represents the product is in compliance with all directives 
that are applicable to it.


